Model UR-EDGR
Universal Recessed - Edge Lit LED Exit Signs

**HOUSING**
- Universal recessed mounting for accessible and non-accessible ceilings
- Field installable chevrons
- Detachable for installation and maintenance from below
- Low profile

**ELECTRICAL**
- Universal 120/277VAC operation
- Test switch and LED AC-On indicator light
- Load Transfer: Solid state transfer circuit
- Charger Type: Emergency models utilize a fully automatic, temperature compensating, variable rate type charger
- AC Lockout: Prevents battery discharge prior to initial unit power-up saving installation time
- Low Voltage Battery Disconnect: Protects the battery from deep discharge damage during prolonged power failures

**LAMPS**
- High intensity LED panel

**BATTERY**
- Standard nickel cadmium battery in EM units
- Recharge Duty Cycle: 24 hours

**CODE COMPLIANCE**
- UL Listed for Damp Location
- ETL listed
- Meets NFPA 101 Life Safety Code, NEC, OSHA, state and local codes

**WARRANTY**
- 5 year warranty

**DIMENSIONS**

**ORDERING INFORMATION**

<table>
<thead>
<tr>
<th>MODEL</th>
<th>FACE #</th>
<th>LETTER/PANEL COLOR</th>
<th>TRIM COLOR</th>
<th>OPTIONS</th>
</tr>
</thead>
<tbody>
<tr>
<td>UR-EDGR</td>
<td>1</td>
<td>Single</td>
<td>RC - Red on clear (1)</td>
<td>A - Aluminum (standard)</td>
</tr>
<tr>
<td></td>
<td>2</td>
<td>Double</td>
<td>GC - Green on clear (1)</td>
<td>W - White</td>
</tr>
<tr>
<td></td>
<td>3</td>
<td>Single face w/</td>
<td>RS - Red on silver (2,3)</td>
<td>B - Black</td>
</tr>
<tr>
<td></td>
<td></td>
<td>mylar and a blank</td>
<td>GS - Green on silver (2,3)</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>panel</td>
<td>RW - Red on white (2,3)</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>GW - Green on white (2,3)</td>
<td></td>
</tr>
</tbody>
</table>

Specifications and dimensions subject to change without notice.